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SINGLE SH 120/208V

35.8" x 20.0" x 9.3"

(90.9cm x 50.8cm x 23.6cm)

Servers and airpots sold separately

No hot surfaces in coffee holding area

Brews 1/2, 1 or 1 1/2gal (1.9, 3.8 or 5.7L) batches

Electronic grinder interface communicates to grinder on exact 
amount of coffee for selected brew batch size

Patented server heat conrol automatically shuts off once target 
temperature is reached (Can be set to 175º-190ºF (79.4º-87.8ºC))

SplashGard® funnel deflects hot liquids away from the hand

Agency:

Specifications Additional Features
 27800.0001Product #:  UpperFaucet:

 PlumbedWater Access:  4" Black LegsLegs:

 CabledInterface:

 StainlessFinish:

 Stainless SteelFunnel:

  Electrical & Capacity
Volts Amps Watts Cord 

Attached Plug Type 8oz cups/hr     
236ml cups/hr

Input H²O      
Temp. Phase # Wires 

plus Ground Hertz

120/208 18.3 3800 No - 173 60°F (15.5°C) 1 3 60

Plumbing Requirements CAD Drawings
PSI kPa Fitting Supplied Water Flow Required (GPM)

20-90 138-621 1/4" Male Flare Fitting -

2D Revit KLC

•   
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Unit Shipping

Width Height Depth Width Height Depth Weight Volume

English 9.3 in. 35.8 in. 20.0 in. - - - 58.107 lbs 7.203 ft³

Metric 23.6 cm 90.9 cm 50.8 cm - - - 26.357 kgs 0.204 m³






